We have investigated a two-dimensional radiative flow of a boundary layer nature. The fluid under consideration is carbon nanotube (CNT)-based nanofluid and it flows over a curved surface. The heat transfer through the flow is analyzed under the influence of internal heat generation. Water (base fluid) along with single or multi-walled carbon nanotubes is taken to compose the nanofluid. After introducing the suitable similarity variables, the consequent equations are reduced to a system of nonlinear ordinary differential equations. The solution to the system is computed by using the shooting method accompanied by Runge-Kutta-Fehlberg algorithm. Various parameters, emerging in the governing equations, influences the flow and heat transfer distribution. These changes are captured and portrayed in the form of graphs. The changes in local rate of heat transfer and skin friction coefficient are also enlisted. To ensure the correctness of applied numerical scheme, the results are compared with some already existing studies.
Introduction
Nanomaterials have revolutionized many industrial and household appliances. Their use is gaining considerable popularity, and the fields of science associated with them enjoy a similar repute. Nanotechnology and its consequent products have many useful applications in various fields of science and engineering, from enhancing thermal properties of traditional fluids to construction of an effective drug delivery system. Other examples include electronics, life sciences, chemical synthesis, fuel cells, medical sciences, microsystems including mechanical and electrical components, etc. Nanofluids are formed by the addition of nano-sized particles in base fluids, which traditionally have poor thermal properties. These additives work as boosters and the resulting substance, i.e., nanofluid, bears some remarkable thermal properties [1] [2] [3] [4] [5] . Several mathematical models describe the properties of nanofluids. Choi [6] was the pioneer who witnessed and announced the existence of the tiny particles and their effectiveness. He examined through several experiments that the addition of nanometer sized particles of various nature exceptionally enhance the thermal properties of base fluids. Later, Choi et al. [7] presented a mathematical model which provides some new insights related to the field approach and applied it to present a thermal analysis of the flow over a bent sheet. In 2016, Abbas et al. [45] studied the hydromagnetic and radiative slip flow of a nanofluid over a curved stretching surface along with heat generation. Most recently, a considerable interest has been shown by many authors in studying the flow over curved surfaces [46] [47] [48] . These recent efforts by renowned scholars have motivated us to carry out this work. We have examined the heat transfer in a radiative boundary layer flow, heat generation, of a carbon nanotube (CNT)-based nanofluid over a curved stretching sheet. Shooting method followed by Runge-Kutta-Fehlberg scheme is employed to obtain a numerical solution of the problem. Consequently, a comprehensive graphical description (highlighting the effects of various parameters on the velocity, pressure and temperature profiles) of the flow behavior is presented.
Formulation of the Problem
We consider a laminar flow of an incompressible nanofluid over a curved stretching sheet at r * = R * (see Figure 1 ). The flow is steady and two dimensional. The nanofluid under consideration is composed of CNT nanoparticles added to a base fluid (water). Since we are dealing with a curved sheet that is being stretched in opposite direction by two forces of same magnitude, we use curvilinear coordinates (r * , s * ). The linear velocity by which the sheet is being stretched is taken to beú =ás * , whereá is a positive constant. The temperature of the sheet is represented by T * w (T * w (s * ) =Á(s * / ); whereÁ is a constant). The free stream temperature is denoted by T * ∞ and it is assumed that T * ∞ < T * w .
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We consider a laminar flow of an incompressible nanofluid over a curved stretching sheet at * = ℛ * (see Figure 1 ). The flow is steady and two dimensional. The nanofluid under consideration is composed of CNT nanoparticles added to a base fluid (water). Since we are dealing with a curved sheet that is being stretched in opposite direction by two forces of same magnitude, we use curvilinear coordinates ( * , * ). The linear velocity by which the sheet is being stretched is taken to be ́=́ * , where ́ is a positive constant. The temperature of the sheet is represented by * ( * ( * ) =́( * ℓ ⁄ ); where ́ is a constant). The free stream temperature is denoted by * ∞
and it is assumed that * ∞ < * . In context of the aforementioned coordinate scheme and the assumptions along with the boundary layer approximation, the equations representing the conservative balance for mass, momentum and energy are given as follows:
where Υ = * + ℛ * . In the above set of equations, the velocities along * and * are denoted by the symbols ́ and ́, respectively. Moreover, * represents the dimensional pressure, ̃ * describes the radiative heat flux and * is the base fluid temperature. The term ́ arises due to heat generation and it represents the volumetric rate of heat generation through a source. Furthermore, (̀) denotes volumetric heat capacity of the nanofluid and is its dynamic viscosity. Effective In context of the aforementioned coordinate scheme and the assumptions along with the boundary layer approximation, the equations representing the conservative balance for mass, momentum and energy are given as follows:
where Υ = r * + R * . In the above set of equations, the velocities along s * and r * are denoted by the symbolś u andv, respectively. Moreover, p * represents the dimensional pressure, q r * describes the radiative heat flux and T * is the base fluid temperature. The termQ arises due to heat generation and it represents the volumetric rate of heat generation through a source. Furthermore, ρC p n f denotes volumetric heat capacity of the nanofluid and µ n f is its dynamic viscosity. Effective density and the thermal conductivity of the nanofluid are respectively symbolized byρ n f , and k n f [11, 27, 49] . Mathematically:
where the base fluid viscosity is represented by µ f , Φ denotes the nanoparticle volume fraction and α n f is the thermal diffusivity. Moreover, k f , k CNT and ρ f ,ρ CNT represent the thermal conductivities and densities of base fluid and CNT, respectively. The following table highlights the thermo-physical properties of pure water (base fluid) and CNTs.
The associated boundary conditions are imposed as follows:
The radiative heat flux is defined by the means of Rosseland approximation [50] as:
where Stefan-Boltzmann constant and Rosseland mean absorption coefficient, areσ and a R , respectively. The small changes in temperature diffusion are assumed in such a way that we may expand the Taylor series expansion of T * 4 about T * ∞ and ignore the terms of higher order. Consequently, we get
By substituting Equations Equations (9) and (10) into Equation (4), we get
Now by assuming Rd = 16σT * 3 ∞ /3a R k f as a radiation parameter, following Magyari and Pantokratoras [51] , Equation (11) becomeś
where Prandtl number is given as Pr = υ f /α f . The dimensionless transformation variables, for the simplification of the flow equations, are defined as: The substitution of above equation implies an automatic satisfaction of the continuity Equation (1), while Equations (2), (3) and (12) are given as:
2κ
where dimensionless radius of curvature and heat generation parameter are κ = R * á/Υ f and λ =Q/á ρC p f , respectively. The classical energy equation can be recovered from Equation (6) by ignoring the radiative (Rd = 0) and heat generation (λ = 0) effects. Moreover, it is noteworthy that by taking κ → ∞ and in the absence of pressure gradient, Equation (15) gets converted to the classical problem of flat stretching sheet as discussed by Crane [30] ,
The implementation of Equation (13) reduces the boundary conditions to a dimensionless form given as:
We can eliminate P from Equations (14) and (15). Consequently,
where
After obtaining f (ζ), P(ζ) can be easily determined from Equation (15) as:
The skin-friction coefficient C f and the local Nusselt number Nu s * in s * -direction are given by:
where τ r * s * represents the wall shear stress and q w symbolizes the wall heat flux in s * -direction. Their mathematical expression are as follows:
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Using Equations (13), (21) and (22) becomes:
where the local Reynolds number is symbolized by Re s * =ás * 2 /υ f t.
Solution Procedure
The shooting method, followed by Runge-Kutta-Fehlberg scheme, has been implemented to solve the problem. The shooting method aids in transforming the given system into an initial value problem which can then be solved by Runge-Kutta-Fehlberg (RKF) method. Mathematical software Mathematica (Version 10, Wolfram: Computation Meets Knowledge, Champaign, IL, USA) has been used to solve the present problem by assuming the step size ∆ζ = 0.001, and the convergence criteria is fixed at 10 −6 .
Results and Discussions
The size and shape of nanocomposites matter greatly for enhaning the thermal properties of the base fluid. Carbon nanotubes are long nanotube wires with distinctive size and shape and also possess significant physical properties. They are supposed to be much better than steel and Kevlar due to the material's exceptional tensile strength and stiffness. Thus, the flow and heat transfer characteristics of single-and multi-walled carbon nanotubes over a curved stretching sheet have been investigated. The mass flow rate is assumed to be 0.02 kg/s. The core objective of this section is to graphically demonstrate the influence of various parameters like dimensionless radius of curvature κ, nanoparticle volume fraction Φ (ranging from 0 ≤ Φ ≤ 0.2), heat generation parameter λ and radiation parameter Rd on the velocity, temperature and pressure profiles. Table 1 displays the thermo-physical properties of the base fluid and the nanoparticles. Since water has been utilized as a base fluid, therefore, a fixed value for Prandtl number (Pr = 6.2) has been used. Table 1 . Physical and thermal properties of pure water and CNTs [11, 27] . CNTs: carbon nanotubes; SWCNTs: Single-walled carbon nanotubes; MWCNTs: multi-walled carbon nanotubes.
Pure Water
SWCNTs MWCNTs
Figure 2 visualizes the effects of dimensionless curvature on the velocity, temperature and pressure profiles. Figure 2a depicts the graphical description of the velocity profile for both SWCNTs and MWCNTs based nanofluid under the influence of dimensionless radius of curvature κ. One can clearly notice an increase in the velocity as well as the momentum boundary layer thickness, with increasing dimensionless curvature (i.e., decreasing κ). As the fluid particles trace the curved path along the surface of the sheet, the curvature of the sheet, under the influence of centrifugal force, enhances the secondary flow of the fluid. This flow is relatively minor, which is then superimposed on the primary flow which as a result enhances the fluid velocity. has been placed to show the influence of nanoparticle volume fraction Φ on the velocity, temperature and pressure profiles. A certain rise in velocity has been observed when the nanoparticle volume fraction increases. Besides, it has been observed that the SWCNTs have a slightly lower velocity than MWCNTs, which is due to the higher density values for SWCNTs with which the resistance within the fluid increases and consequently the dimensionless horizontal velocity component, i.e., ′ ( ), for SWCNTs decreases. Figure 3a also shows the variations in temperature Θ( ) with increasing Φ. The temperature of the fluid rises and consequently, the thermal boundary layer increases. Since the carbon nanotubes bear high thermal conductivity and low specific heat as compared to the base fluid, the inclusion of sufficient nanoparticles enhances the temperature of the fluid quite significantly. Moreover, the temperature for MWCNT-nanoparticles exhibits lower values as compared to SWCNT-nanoparticles. Figure 3b depicts the behavior of pressure distribution for distinct values of solid volume fraction Φ. A decline has been noticed in the magnitude of pressure distribution with an increasing Φ. The results in Figure 4 highlight the variations in temperature for increasing values of radiative factor . As expected, because of radiation, nanofluid temperature raises quite significantly. The reason behind is the decline in mean absorption coefficient and as a result the rate with which radiative heat transfers seems to be increasing at every point distant from the sheet. It has also been observed that the temperature of SWCNTs-nanoparticles increases more than MWCNTs nanoparticles because of the less thermal conductivity of the MWCNTs nanoparticles. Figure 5 depicts the behavior of heat generation parameter on the temperature profile. The increasing > 0 causes an upsurge in temperature as well as in thermal boundary layer thickness for both SWCNTs and MWCNTs nanoparticle. The heat generation parameter usually involves the heat generation coefficient and, thus, the increment of heat generation parameters leads to an increase in heat generation coefficient which means that the temperature at the surface is higher than the free stream The effect of curvature seems to be small in the s * -direction, while, in the r * -direction, the impact is quite prominent which is mainly due to the centrifugal force acting towards the origin. Figure 2a also exhibits the role of dimensionless radius of curvature κ on temperature profile Θ(ζ). The increment of the dimensionless curvature enhances the temperature of the fluid, i.e., the maximum amount of heat is transfer when the radius of curvature decreases. Figure 2b illustrates the influence of dimensionless curvature on the pressure profile. Clearly, a decline in dimensionless radius of curvature enhances the magnitude of pressure inside the boundary layer. However, far away from the boundary, the pressure remains almost negligible because the behavior of stream lines away from the sheet follows the same pattern of flow as in the case of flat stretching sheet. Furthermore, it is pertinent to mention that the pressure variations, near and away from the surface, seem insignificant in the case of flat stretching sheet (i.e., κ = 1000). On the other hand, the pressure does not remain constant when the curvature is employed into the sheet and, therefore, a certain variation has been perceived, especially inside the boundary layer. Figure 3 has been placed to show the influence of nanoparticle volume fraction Φ on the velocity, temperature and pressure profiles. A certain rise in velocity has been observed when the nanoparticle volume fraction increases. Besides, it has been observed that the SWCNTs have a slightly lower velocity than MWCNTs, which is due to the higher density values for SWCNTs with which the resistance within the fluid increases and consequently the dimensionless horizontal velocity component, i.e., f (ζ), for SWCNTs decreases. Figure 3a also shows the variations in temperature Θ(ζ) with increasing Φ. The temperature of the fluid rises and consequently, the thermal boundary layer increases. Since the carbon nanotubes bear high thermal conductivity and low specific heat as compared to the base fluid, the inclusion of sufficient nanoparticles enhances the temperature of the fluid quite significantly. Moreover, the temperature for MWCNT-nanoparticles exhibits lower values as compared to SWCNT-nanoparticles. Figure 3b depicts the behavior of pressure distribution for distinct values of solid volume fraction Φ. A decline has been noticed in the magnitude of pressure distribution with an increasing Φ.
The results in Figure 4 highlight the variations in temperature for increasing values of radiative factor Rd. As expected, because of radiation, nanofluid temperature raises quite significantly. The reason behind is the decline in mean absorption coefficient and as a result the rate with which radiative heat transfers seems to be increasing at every point distant from the sheet. It has also been observed that the temperature of SWCNTs-nanoparticles increases more than MWCNTs nanoparticles because of the less thermal conductivity of the MWCNTs nanoparticles. Figure 5 depicts the behavior of heat generation parameter λ on the temperature profile. The increasing λ > 0 causes an upsurge in temperature as well as in thermal boundary layer thickness for both SWCNTs and MWCNTs nanoparticle. The heat generation parameter usually involves the heat generation coefficient and, thus, the increment of heat generation parameters leads to an increase in heat generation coefficient which means that the temperature at the surface is higher than the free stream temperature and, therefore, by transferring the heat from the sheet to the fluid, the rise in the temperature is quite obvious. Moreover, the increment of heat absorption parameter λ < 0 implies a decline in temperature in the region adjacent to the wall for both SWCNTs and MWCNTs based nanofluid.
nanoparticle volume fraction increases. Besides, it has been observed that the SWCNTs have a slightly lower velocity than MWCNTs, which is due to the higher density values for SWCNTs with which the resistance within the fluid increases and consequently the dimensionless horizontal velocity component, i.e., ′ ( ), for SWCNTs decreases. Figure 3a also shows the variations in temperature Θ( ) with increasing Φ. The temperature of the fluid rises and consequently, the thermal boundary layer increases. Since the carbon nanotubes bear high thermal conductivity and low specific heat as compared to the base fluid, the inclusion of sufficient nanoparticles enhances the temperature of the fluid quite significantly. Moreover, the temperature for MWCNT-nanoparticles exhibits lower values as compared to SWCNT-nanoparticles. Figure 3b depicts the behavior of pressure distribution for distinct values of solid volume fraction Φ. A decline has been noticed in the magnitude of pressure distribution with an increasing Φ. The results in Figure 4 highlight the variations in temperature for increasing values of radiative factor . As expected, because of radiation, nanofluid temperature raises quite significantly. The reason behind is the decline in mean absorption coefficient and as a result the rate with which radiative heat transfers seems to be increasing at every point distant from the sheet. It has also been observed that the temperature of SWCNTs-nanoparticles increases more than MWCNTs nanoparticles because of the less thermal conductivity of the MWCNTs nanoparticles. Figure 5 depicts the behavior of heat generation parameter on the temperature profile. The increasing > 0 causes an upsurge in temperature as well as in thermal boundary layer thickness for both SWCNTs and MWCNTs nanoparticle. The heat generation parameter usually involves the heat generation coefficient and, thus, the increment of heat generation parameters leads to an increase in heat generation coefficient which means that the temperature at the surface is higher than the free stream temperature and, therefore, by transferring the heat from the sheet to the fluid, the rise in the temperature is quite obvious. Moreover, the increment of heat absorption parameter < 0 implies a decline in temperature in the region adjacent to the wall for both SWCNTs and MWCNTs based nanofluid. Figure 6 describes the influential behavior of various parameters on skin friction coefficient. The increment in nanoparticle volume fraction considerably enhances the magnitude of skin friction coefficient, as seen in Figure 6a . The reason is the higher volume fraction of nanoparticles, in terms of composite carbon chains, which plays a prominent role within the fluid as well as on the surface and as a result increases the surface friction in both directions. Furthermore, it has been observed that the SWCNTs remain on the higher side because the higher density value of SWCNTs as compared to MWCNTs, therefore, the resistance within the fluid, seems to be more significant in the case of SWCNTs and thus exhibits the higher skin friction. Figure 6b depicts the impact of dimensionless radius of curvature on skin friction coefficient for both SW-and MW-carbon nanotubes. A decline in skin friction coefficient has been observed with the increasing values of dimensionless radius of temperature and, therefore, by transferring the heat from the sheet to the fluid, the rise in the temperature is quite obvious. Moreover, the increment of heat absorption parameter < 0 implies a decline in temperature in the region adjacent to the wall for both SWCNTs and MWCNTs based nanofluid. Figure 6 describes the influential behavior of various parameters on skin friction coefficient. The increment in nanoparticle volume fraction considerably enhances the magnitude of skin friction coefficient, as seen in Figure 6a . The reason is the higher volume fraction of nanoparticles, in terms of composite carbon chains, which plays a prominent role within the fluid as well as on the surface and as a result increases the surface friction in both directions. Furthermore, it has been observed that the SWCNTs remain on the higher side because the higher density value of SWCNTs as compared to MWCNTs, therefore, the resistance within the fluid, seems to be more significant in the case of SWCNTs and thus exhibits the higher skin friction. Figure 6b depicts the impact of dimensionless radius of curvature on skin friction coefficient for both SW-and MW-carbon nanotubes. A decline in skin friction coefficient has been observed with the increasing values of dimensionless radius of Figure 6 describes the influential behavior of various parameters on skin friction coefficient. The increment in nanoparticle volume fraction considerably enhances the magnitude of skin friction coefficient, as seen in Figure 6a . The reason is the higher volume fraction of nanoparticles, in terms of composite carbon chains, which plays a prominent role within the fluid as well as on the surface and as a result increases the surface friction in both directions. Furthermore, it has been observed that the SWCNTs remain on the higher side because the higher density value of SWCNTs as compared to MWCNTs, therefore, the resistance within the fluid, seems to be more significant in the case of SWCNTs and thus exhibits the higher skin friction. Figure 6b depicts the impact of dimensionless radius of curvature κ on skin friction coefficient for both SW-and MW-carbon nanotubes. A decline in skin friction coefficient has been observed with the increasing values of dimensionless radius of curvature κ, which indicates that the increment in κ decreases the curvature of the surface and, therefore, offers a less resistance to the fluid particles which eventually decay the skin friction coefficient. Figure 7 illustrates the effects of various parameters such as solid volume fraction Φ, heat generation parameter , radiation parameter and dimensionless radius of curvature on the rate of heat transfer for both single walled and multi walled carbon nanotubes. In Figure 7a , one can clearly observe an enhancement in the local heat flux rate with an increasing nanoparticle volume fraction Φ for both SW-and MW-carbon nanotubes. Nusselt number is usually a product of thermal conductivity ratio and temperature gradient.The temperature gradient experiences a decline due to the inclusion of nanoparticles and it is much smaller than the thermal conductivity ratio, which as a result enhances the magnitude of Nusselt number. Furthermore, it has also been noticed in Figure 7a that the local heat flux experiences a decline with the increasing heat generation parameter > 0. Since the increment of heat generation parameter significantly raises the temperature of the fluid, the decrement in the rate of heat transfer is obvious. The impact of radiation parameter Rd on the magnitude of the local Nusselt number is presented in Figure 7b . It has been noticed that the rate of heat flux is an increasing function of . The increment of radiation parameter drastically enhances the heat transfer coefficient which as a result shows an increment in heat transfer rate. Moreover, Figure 7b also describes the effect of dimensionless radius of curvature on the rate of heat flux. The increment in the magnitude of local Nusselt number has been perceived with an increasing dimensionless curvature (i.e., decreasing ). Since the temperature of the fluid rises with an increasing dimensionless curvature, rate of heat flux seems to be significant with decreasing . Figure 7 illustrates the effects of various parameters such as solid volume fraction Φ, heat generation parameter λ, radiation parameter Rd and dimensionless radius of curvature κ. on the rate of heat transfer for both single walled and multi walled carbon nanotubes. In Figure 7a , one can clearly observe an enhancement in the local heat flux rate with an increasing nanoparticle volume fraction Φ for both SW-and MW-carbon nanotubes. Nusselt number is usually a product of thermal conductivity ratio and temperature gradient.The temperature gradient experiences a decline due to the inclusion of nanoparticles and it is much smaller than the thermal conductivity ratio, which as a result enhances the magnitude of Nusselt number. Furthermore, it has also been noticed in Figure 7a that the local heat flux experiences a decline with the increasing heat generation parameter λ > 0. Since the increment of heat generation parameter significantly raises the temperature of the fluid, the decrement in the rate of heat transfer is obvious. The impact of radiation parameter Rd on the magnitude of the local Nusselt number is presented in Figure 7b . It has been noticed that the rate of heat flux is an increasing function of Rd. The increment of radiation parameter Rd drastically enhances the heat transfer coefficient which as a result shows an increment in heat transfer rate. Moreover, Figure 7b also describes the effect of dimensionless radius of curvature κ on the rate of heat flux. The increment in the magnitude of local Nusselt number has been perceived with an increasing dimensionless curvature (i.e., decreasing κ). Since the temperature of the fluid rises with an increasing dimensionless curvature, rate of heat flux seems to be significant with decreasing κ. Table 2 has been organized to see the variations in thermal and physical properties of base fluid with the dispersion of carbon nanotubes. It has been clearly noticed that the inclusion of both types of carbon nanotubes significantly enhances the thermal conductivity of the base fluid. The density of the fluid also increases while the specific heat experiences a clear decline. Tables 3 and 4 has been organized to discover the impact of various embedded parameters on local skin friction and local Nusselt number for both SW-and MW-carbon nanotubes. Table 3 illustrates the influence of both solid volume fraction Φ and dimensionless radius of curvature κ on skin friction coefficient C f . In addition, comparison with the previously existing results of Abbas et al. [44] has been presented. It has been witnessed that the skin friction coefficient experiences a decline because of increasing dimensionless radius of curvature κ which indicates that a larger drag force is required to drag the fluid over the curved stretching sheet. κ → ∞ i.e., κ = 1000 (for flat dilating sheet). It has been observed that the skin friction coefficient increases with increasing values of Φ, which can also be observed in Table 3 . Moreover, less resistance has been offered by MWCNTs as compared to SWCNTs. In addition, the magnitude of local Nusselt number seems to be an increasing function of Φ for both SWCNTs and MWCNTs. The reason is the supremacy of CNTs over traditional base fluid, i.e., water, which is primarily due to the higher thermal conductivity and low specific heat. Thus, the ability to conduct heat significantly improves the rate of heat flux at the sheet. This proves the fact that the addition of carbon nanotubes enhances the local heat flux. On the other hand, the local rate of heat flux experiences a decrement with the increasing values of λ for CNTs based nanofluid as well as traditional base fluid. Finally, the validity of our results for a dimensionless radius of curvature κ → ∞ , i.e., κ = 1000 (for flat dilating sheet), is shown in Table 5 . An excellent agreement has been found between obtained results and previously published results of Ali [52] , Grubka and Bobba [53] and Ishak et al. [54] in the absence of radiation parameter Rd, heat generation parameter λ and carbon nanotubes Φ. and dimensionless radius of curvature on the rate of heat transfer for both single walled and multi walled carbon nanotubes. In Figure 7a , one can clearly observe an enhancement in the local heat flux rate with an increasing nanoparticle volume fraction Φ for both SW-and MW-carbon nanotubes. Nusselt number is usually a product of thermal conductivity ratio and temperature gradient.The temperature gradient experiences a decline due to the inclusion of nanoparticles and it is much smaller than the thermal conductivity ratio, which as a result enhances the magnitude of Nusselt number. Furthermore, it has also been noticed in Figure 7a that the local heat flux experiences a decline with the increasing heat generation parameter > 0. Since the increment of heat generation parameter significantly raises the temperature of the fluid, the decrement in the rate of heat transfer is obvious. The impact of radiation parameter Rd on the magnitude of the local Nusselt number is presented in Figure 7b . It has been noticed that the rate of heat flux is an increasing function of . The increment of radiation parameter drastically enhances the heat transfer coefficient which as a result shows an increment in heat transfer rate. Moreover, Figure 7b also describes the effect of dimensionless radius of curvature on the rate of heat flux. The increment in the magnitude of local Nusselt number has been perceived with an increasing dimensionless curvature (i.e., decreasing ). Since the temperature of the fluid rises with an increasing dimensionless curvature, rate of heat flux seems to be significant with decreasing . Table 2 has been organized to see the variations in thermal and physical properties of base fluid with the dispersion of carbon nanotubes. It has been clearly noticed that the inclusion of both types of carbon nanotubes significantly enhances the thermal conductivity of the base fluid. The density of the fluid also increases while the specific heat experiences a clear decline. Tables 3 and 4 has been organized to discover the impact of various embedded parameters on local skin friction and local Nusselt number for both SW-and MW-carbon nanotubes. Table 3 illustrates the influence of both 
Conclusions
A time independent, steady, incompressible boundary layer flow of CNT (single-walled and multi-walled carbon nanotubes) based nanofluid over a curved dilating sheet has been considered. Impact of different physical parameters have enabled us to draw the following conclusions:
•
The increment in dimensionless curvature (i.e., decreasing κ) and nanoparticle volume fraction Φ significantly enhances the fluid velocity. Moreover, velocity dominates for multi-walled carbon nanotubes.
An increment in temperature along with thermal boundary layer has been observed for increasing dimensionless curvature (i.e., decreasing κ), nanoparticle volume fraction Φ and radiation parameter Rd. Furthermore, SWCNTs remains on the higher side as compared to MWCNTs.
• An upsurge in temperature has been perceived for increasing heat generation parameter λ > 0 while the opposite behavior has been detected for increasing heat absorption parameter λ < 0.
• A decline is observed in the magnitude of pressure distribution inside the boundary layer as the dimensionless radius of curvature increases while a rise in nanoparticle volume fraction depicts a clear enhancement in it.
• Skin friction enhances for higher values of solid volume fraction Φ while dimensionless radius of curvature κ implies a reduction in skin friction coefficient for both SWCNTs and MWCNTs.
The magnitude of local heat flux rate increases for growing values of dimensionless curvature (i.e., decreasing κ), nanoparticle volume fraction Φ and radiation parameter Rd while the behavior is opposite for increasing heat generation parameter λ.
